INSPECTION TOOLS KITS
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(3PC PRO-QUALITY
INSPECTION TOOL KIT
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0-4" Dial Caliper:

¢ 0.001" graduation in one revolution,

¢ Hardened stainless steel, screw-on rack, shock proof,

* 4-way measurements (inside, outside, depth and step),

* Dial face 1-1/2" diameter with special designed knurled bezel,
¢ Decimal and fraction conversion chart on back of caliper

¢ Complete with fitted case.

0~0.03" Dial Test Indicator:

e 0-15-0 reading, 0.0005" graduation,
e Complete with 2 stems(7/32"&1/4"),
* Precision pivot bearing,

¢ 0.098" contact point,

¢ Dovetail mounts (top, back & front),

0-1" Outside Micrometer:

e 0.0001" graduation,

¢ Anvil and spindle hardened
and precision ground, carbide
fipped measuring faces,
ratchet stop,

Jeweled movements, ¢ Adjustment wrench supplied

Auto reversing.
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2PC ELECTRONIC INSPECTION TOOL KIT

0-1"/0-25MM ELECTRONIC MICROMETER
Extra large high contrast LCD display ¢ Spindle lock
Carbide-tipped measuring faces ¢ Graduation: .00005"/ .00Tmm
3-key model: Inch/MM, On/Off & Zero
Ratchet stop for a constant measuring force
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0-6"/0-150MM ELECTRONIC CALIPER Accuracy:

¢ Auto power on/off or manual on/off * Micrometer:

¢ Three-key model: Inch/MM, On/Off & Zero .0001"/.002mm

» Switchable inch/metric, with resolution of - Caliper:
.0005"/ .01mm on high contrast LCD display 001"/.02mm

¢ Body is hardened stainless steel
¢ 4-way measurements: Outside, Inside, Depth & Step
47"
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« TELESCOPING GAGES SET 6 PC
5/16-6" Range #4200-0255

¢ SMALL HOLE GAGES SET 4 PC
.125-.500" Range #4400-0009

« RADIUS GAGE SET 25 PC
1/61-1/2" Range #4901-0040
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(35PC GAGE SET

ltem 4400-1035
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* 0.0005" graduation,

22pc Indicator Point Set:
¢ AGD specification (4-48 threads)
 Fits most indicators

(6PC INSPECTION TOOL KIT

0-0.03" Dial Test Indicator:

e Complete with 2 stems (7/32" & 1/4")

6" Dial Caliper:

e 0.001"graduation

e 4-way measurement
* Stainless steel

¢ Shockproof
Magnetic Base:

¢ Fine adjustment

e 130 Ibs. power pull.
0-1" Outside Micrometer:
* 0.0001" graduation
¢ Carbide tipped

¢ Ratchet stop

0-1" Dial Indicator:

¢ 0.001" graduation

e 2"dial face
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Item 4100-0050
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CALIPER NOT INCLUDED

¢ Can connect capacitive digital
measuring instfruments in which
150 KHz quartz oscillator is built
to transfer and display data
Zero-setting at any position
Units conversion

Fixed at the back plate is a
magnetic block which attaches
on a piece of iron plate or
frame to make it convenient to
use

For Use with Digital Calipers or Scales !

SPECIFICATIONS

....... 0.01mm (.0005")
AAA battery x 2
INCH/METRIC Single cable................. 1.5m-4.0m

0-1" Outside Micrometer:
¢ 0.0001" graduation

¢ Carbide tipped

¢ Ratchet stop

6" Flex Ruler:

¢ 4R graduation

e Satin chrome finish
* Stainless steel

6" Dial Caliper:

¢ 0.001"graduation
¢ 4-way measurement
Stainless steel
Shockproof

(4PC MACHINIST'S/STUDENT'S KIT

4" Bevel Squarer:

¢ Beam size 2-3/4"

¢ Ground and lapped
accuracy for
straightness,
parallelism, and at
right angles.
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Hand rubbed stain with la

position
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DIMENSIONS
* WIDTH: 26"

Hardwood design provides protection from moisture
Green felt-lined interior provides cushioning =

Polished chrome plated hardware

Front lid stows under drawers in the open
position and covers drawers in Iocked
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* DEPTH: 9-1/2"

10 DRAWER WOOD CHEST

cquer finish

)

* HEIGHT: 16"




